


ZERO EMISSIONS. ZERO COMPROMISE.

Reduce emissions, minimize fuel and produce less noise with no compromise on apparatus
features, performance, functionality and safety. The revolutionary Pierce® Volterra™ pumper meets
the needs of your fire department while providing the operational performance you expect from
your apparatus.

Beyond the truck. Pierce not only builds the electric vehicle but also provides the tools to support
and operate the vehicle effectively. WWhen you purchase an electric vehicle, Pierce is ready to
provide the infrastructure your station needs to support the vehicles in your fleet, as well as
service to the charging stations for the life of the vehicle.

Driving

e An Oshkosh patented parallel-electric drivetrain featuring an
electro-mechanical infinitely variable transmission (EMIVT)
allows zero-emissions operation when powered by the
integrated onboard batteries

® The chassis will operate under electric power in all normal
operational situations and will leverage the internal combustion
engine for backup power in extended emergency operations

Pumping
e Standardized Pierce pumping configurations, up to 2000 gpm,

are driven through the electric driveline and are powered by either
the integrated onboard batteries or the internal combustion engine

e The driveline allows for zero emissions during quick attack
responses, and has the ability to transition seamlessly to internal
combustion power for extended pumping operations

Charging

¢ A fire-station-based, all-encompassing vehicle charging
infrastructure provides operational readiness

e Charging solutions are tailored to provide an unobtrusive
installation necessary for any station. Established nationwide
energy experts offer simple, fast charging solutions capable of
full vehicle recharge in less than 90 minutes, as well as continued
support throughout the life of the vehicle
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